
  Construction:  It is a high tribute to the engineering
design of this rack, precision crafted from cold formed
sheet steel,  that gives it great strength and holding
power, yet is comparatively light in weight.  Framing
members are reinforced with thick steel fittings.

  Other Features:  Crated and shipped in factory pre-
assembled  sections.  Complete assembly instruc-
tions & fasteners provided for easy assembly at
destination.

PREVENT TANGLED, BROKEN, STRETCHED OR
DAMAGED WIRE.
  The ACE Wire Rack offers you a convenient
method of storing your wire, plus an efficient
material handling system for feeding wire up to
size No. 14 from buckets or reels.

  Each stored wire size is ready for immediate use
on every winding job, without wasting any time in
the handling of buckets or looking for the desired
wire size.

  Wires are guided through eyelets to the two front
console panels, where sizes are clearly num-
bered for ease in selection of wire size, and are
immediately ready for use.

  A frame extends 24" from the front of the rack on
which accessory Model 45-TD Tension Device is
mounted.  Simplify loading by positioning the rack
in an area so that it may be loaded from either
side.

Illustrates Models 44, 45-TD, 46,  and 48 Tension
Devices which can be mounted to the Model 41 or
42 Wire Rack
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Model No. 44

MODEL NOS. 41 & 42

Illustrates Model 41 Wire Rack with
accessory Model 46 Tension Device.

Accessory Tension Devices


